
Range: GB Veneer

Colour: Pebble

SKU: 464694585995555600171

Technical Data

Length (mm) 390

Width (mm) 90

Height (mm) 40

Durability Class Exposure Grade

Solar Absorption 0.57

Place of Manufacture Gympie, Queensland

Product Warranty This product meets AS/NZS 4455.1 and 4456

Units Per Tonne 322.58

Fire Resistance Levels: Structural Adequacy 60 to 240 (see notes)

Fire Resistance Levels: Integrity 60

Fire Resistance Levels: Insulation 60

More Information Maximum slenderness ratio (srf) unreinforced masonry from AS3700:2018 Table 6.1 is: 18.0 at 60 minutes | 17.0 at 90 minutes | 16.0 at 120 minutes | 15.5 at 180 minutes | 15.5 at 240 minutes. This data represents average results from production lots based on the results achieved by samples selected at random for testing. Figures are accurate at date of publication and subject to change without notice. Contact us for confirmation of product specification. Tested as per AS/NZS 4455.1: 2008 and 4456: 2003. Fire resistance levels as per AS3700: 2018. Acoustic opinion derived from Day Design Pty Ltd. 2012. Tested in accordance with AS 1191:1001 and AS/NZS 1276.1:1999. ^When reinforced and Srf <36: 240 minutes

Units Per Pallet 480

Solar Absorption 0.57

Average Weight / Unit (kg) 3.1

Image not found or type unknown

Please note: FRL applies up to 3m high - restrained on top and bottom.


